





LESSO PVVC-U Guitter For Roof Drainage

m Physical Characteristics

ltems Rain Gutter (Pipe) Accessories
Tensile Strength , MPa >35 =
Elongation at Break, % >80 -
Longitudinal Reversion, % <3 —
Vicat Softening Temperature, °C >75 275
Izod Notched Impact Strength, KJ/m? >10 —
Weather Tensile Strength after aging, % >80 —
RESHETE Color change levels >3 —
Oven test — Complied with GB/T 8803-2001

m Schematic Diagram of Carrying
and Collecting Rainwater on Roof
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LESSO

PVVC-U Guitter For Roof Drainage

m PVC-U Gutter For Roof Drainage System

Rain Gutter Series

. SAP Number . Wall Thickness
Rain Gutter Size (mm) Notes
(4m) (mm)
8020130004 75 1.4 1. White, other colors are also
available upon request.
\ \
N 8020130005 110 16 2. 4m, other lengths are also
— available upon request.
8020130006 160 1.9
m Rain Gutter Accessories Series
SAP Size Carton Size PCS/
Drop Outlet Number  (mmy - 2 13 14 H H2 D D2 Cartonsize B
. ; 8020160027 75 160 167 220 160 828 1267 75 1439  560x420x330 18
f 8020160028 110 180 194 250 180 947 1086 110 167.6
| 8020160013 160 210 2337 300 216 1126 1094 160 2023
| H2
L ) B\
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Gutter Connector SAP Pl L L2 H H2 H3 Carton Size PGS/
Number (mm) (mmxmmxmm) CTN
8020160001 75 90.3 52 143.1 43.75 87.5
8020160011 110 103.2 60 166.4 50 100
8020160019 160 1236 72 200.7 60 120

H2




LESSO

PVVC-U Guitter For Roof Drainage

m Rain Gutter Accessories Series

° ; SAP Size Carton Size PCS/
90°Outside Corner Number  (mm) L2 L3 H H2 H3 D Carton size - bCs
l

8020160020 75 903 706 728 1431 4375 875 143.1
8020160008 110 1032 807 882 1664 50 100 197.2
: 8020160016 160 1235 956 103.6 2007 60 120 2371
] -
Y 03
H2!
H3
° i SAP Size Carton Size  PCS
90 |n5|de Corner Number (mm) L L2 L3 H H2 H3 D e e CTN/
8020160017 75 903 728 706 1431 4375 875 1633
N 8020160024 110 1032 882 807 1664 50 100 189.2
\ §
] 8020160005 160 1236 1036 91 2007 60 120 2278
A
Y
e | e
t \E L2 |3
"H2"|
H3
° H SAP Size Carton Size PCS/
135° Outside Corner  {/ ver  am) L 12 13 14 H  H2 W3 cortonSize PC
8020160021 75 90.3 706 728 525 1431 4375 875
8020160012 110 1032 807 882 65 1664 50 100
8020160009 160 1236 956 1036 76 2007 60 120
. SAP Size ;
135° Inside Corner Number  (mm) L L2 13 L4 H H2  H3 (Cmani?nnmilﬁ) E%/
8020160018 75 903 706 728 525 1431 4375 875
8020160015 110 1032 807 882 65 1664 50 100
8020160006 160 1236 956 103.6 76 2007 60 120




LESSO PVVC-U Guitter For Roof Drainage

m Rain Gutter Accessories Series

SAP Size Carton Size PCS/
Left End Cap Number (mm) L L2 13 H H2 H3 H& D ool o

8020160022 75 160 167 220 160 8238 126.7 75 143.9
8020160023 110 180 194 250 180 947 1086 110 167.6
8020160010 160 210 2337 300 216 1126 1094 160 202.3

o e

. SAP Size Carton Size PCS/
nght End Cap Number (mm) L L2 L3 H H2 H3 H4 D (mmxmmxmm) CTN

8020160002 75 160 167 220 160 828 126.7 75 143.9
8020160007 110 180 194 250 180 947 1086 110 167.6
8020160003 160 210 2337 300 216 1126 1094 160 202.3

L3
SR

. SAP Size Carton Size PCS/
Combined Gutter Number (mm) e
Hanger
8020160014 75
s \ 8020160025 110

e T~ 8020160026 160




LESSO PVVC-U Guitter For Roof Drainage

m Installation Guide for Rain Gutter System

ki

Fix the gutter hanger and gutter lock Draw a line on the wall according to the Drill holes on the fixed points, then firm

with screws, mesons and nuts. direction of drainage and slope, gutter lock on slope roof with expansion
to confirm the location of gutter lock. screws.

Adjust the position of rain gutter and Coat the connection surfaces of the Put the gutter end into the groove of
gutter hanger, when the installation end cap evenly with PVC solvent end cap, which shall be operated
is finished. cement. The coating depth shall be before the glue is dry and kept Tmin.
15~20mm. Please pay attention that (the installation of outside corner or
the arc corner and the groove of end inside corner is the same as end cap)

caps shall be fully coated.
(Excerpt for drop outlet).

AN

The overlap-welded connection between Move the connected drop outlet to the Adjust the position properly.
rain gutter and drop outlet, do not need gutter hanger, then fix them.

to brush PVC solvent cement, in order to

flex the drop outlet freely, rain gutter

extends into the drop outlet 20-30mm.

Notes:

@ According to the rainwater system structure, the distance between two neighboring drop outlets shall be 8-12m, drainage slope of gutter shall be 1%-2%,
and the highest point shall be placed at the center of two neighboring drop outlets.

@ Two Combined gutter hangers are generally placed every one meter. The distance of 50-100mm end of the connected accessory should install combined
gutter.

® Rain gutter shall be 50mm away from the eave. Combined gutter hanger at the end of eave end must be fixed with expansion screws.

77.
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PVVC-U Guitter For Roof Drainage

m Rain Gutter System Exploded Drawing

1. Left End Cap 6. 90°Inside Corner

2. Rain Gutter 7.90°Outside Corner
3. Drop Outlet 8. 135°0utside Corner
4. Gutter Connector 9. 135°Inside Corner

5. Combined Gutter Hanger 10. Right End Cap
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13. Round Wye
14. Round Elbow 19. Round-square Eccentric Adaptor
15. Square Water-out Elbow

11. Round Coupling 16. Square Wye
12. Round Drainage Pipe 17. Square Rainwater Pipe
18. Square Expansion Joint
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LESSO PVVC-U Guitter For Roof Drainage

m PVC-U Gutter For Roof Drainage System
Half-round Rain Gutter Series

SAP Number . Wall Thickness
Half-round Rain Gutter (4m) Size (mm) i) Notes
8020130001 75 1.5
1. White, other colors are also
available upon request.
8020130002 110 1.8
2. 4m, other lengths are also
available upon request.
8020130003 160 25

m Half-round Rain Gutter Accessories Series

SAP Size Carton Size
Drop Outlet Assembly Number  (mm) - 2 13 L4 H H2 SRR eCs/CIN
75 1462 802 42 1582 230 30
110 1722 94 50 1856 270 35
160 1791 1173 58 2114 326 40
T I T_' H2
L2 —
L
T T.
IL3
- N
SAP Size Carton Size
PCS / CTN
Gutter Connector i () L L H H2 H3 ey PCS/
8020150007 75 1582 802 1024 138 194
110 1856 94 1228 202 218
8020150008 160 1233 1211 1635 25 695
H
H2
o H SAP Size Carton Size
90° Outside Corner . ) L L2 D D2 e Pcs/CIN
l_' ) 75 2462 1582 1234 80.2
/ 110 3086  185.6 144 94

8020150009 160 362 2234 174.5 113.8
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PVVC-U Guitter For Roof Drainage

m Half-round Rain Gutter Accessories Series

o . SAP Size Carton Size
P TN
90° Inside Corner A mm L L2 D D2y PCS/C
75 202.2 158.2 1234 80.2
8020150005 110 236.6 185.6 144 94
160 297 2234 174.5 113.8
L
| f
L2
L L
1 [
T
o . SAP Size Carton Size
135° Inside Corner Nomber (memy L 2 L3 D D2 R eCs/CIN
75 85.2 80.2 110.7 1334 123.4
110 102.8 80.8 151 161.6 144
160 117.3 90.8 167.3 193.5 174.5
L3
D2 >
U
v L3
D
o . SAP Size Carton Size
135 OUtSIde Corner Number (mm) L - = = bz (mmxmmxmm) HS /e
8020150004 75 85.2 80.2 110.7 1334 1234
. 110 102.8 80.8 151 161.6 144
> 8020150006 160 117.3 90.8 167.3 193.5 174.5
D2 N
L L2l \K& L3 44
- BT
SAP Size Carton Size
- P N
End Cap Number (mm) L H H2 (mmxmmxmm) /e
8020150001 75 85 80.2 143 120 215
8020150002 110 99.7 941 167.6 140 25
8020150003 160 120.8 102.3 181.2 162.7 38.5
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m Half-round Rain Gutter Accessories Series

SAP Size Carton Size
Bracket Assembly Number  (mm) o e PCs/CIN
, 75
110
160
SAP Size Carton Size
Eave Bracket Number  (mm) o e PCs/CIN
8020150010 75
8020150011 110
160
SAP Size Carton Size
Rubber Number  (mm) e Pcs/CIN
75
110
160

m Half-round Rain Gutter System Exploded Drawing

1.End Cap

2.Eave Bracket

3.Gutter Connector
4.Half-round Rain Gutter
5.Drop Outlet Assembly
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6.90°Inside Corner
7.90°Outside Corner
8.135°Qutside Corner
9.Top Bracket
10.Bottom Bracket

11. 135°Inside Corner




LESSO PVVC-U Guitter For Roof Drainage

m Installation Guide for Half-round Rain Gutter System

1l

Draw a line on the wall according to the Drill holes on the fixed point, then firm One accessory shall be supported with two
direction of drainage and slope, to confirm bottom bracket and eave bracket on the bottom brackets. (Bottom bracket is used
the location of gutter lock. slope roof with expansion screws. for supporting the accessory, and eave

bracket for half-round rain gutter)

Coat the connection surfaces of the end Put the drop outlet into the installed The installed half-round rain gutter
cap evenly with PVC solvent cement. bottom bracket. overlap the socket of drop outlet,
The coating depth shall be 15~20mm. then fasten.

Then put the half-round rain gutter end
into end caps and keep Tmin.

(Other accessories do not require to be
coated with PVC solvent cement, except
for end cap.)

Install the top bracket. Insert screwdriver into the bracket Adjust the position after installation.
buckle to firm top and bottom bracket.

Notes:

@ According to the rainwater system structure, the distance between two neighboring drop outlets shall be 8-12m, drainage slope of half-round rain gutter
shall be 1%-2%, and the highest point shall be placed at the center of two neighboring drop outlets.

@ Each accessory is equipped with two combined brackets. Eave bracket matches half-round rain gutter. Attention that the distance between combined
brackets with eave bracket is generally Tm.

® Half-round rain gutter shall be 50mm away from the eave. Combined brackets at the end of eave end must be fixed with expansion screws.
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